Botomac Inst.

Potomac Inst.

EQUIPMENT USED IN
TMPEDANCE MEASUREMENTS
TABLE 1.0

model SD=-31 synthesizer-~detector ser.#450 +/- 005%

model RX-31 receiver ser# 436

D.M.I. model D-1200 freguency counter ser.# 501235

General Radio
General Radio
General Radio

Six precision

type 1606A RF bridge ser. #1030 +/-1%
type 722D precision capacitor ser. # 4398
type 516 ratio arms

metal film 1% resistors 10 to 1K ohms
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DMI D=-1200
FREQUENCY COUNTER
FOR CALIBRATION

UNIPOLE FEED LINE. AMMETER REMOVED
AND MEASUREMENTS MADE AT POINT WHERE
RF AVYMETER CONNECTS TO FEED LINE.,
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P.I. SD=31
SYNTH’%.’SIZER-DETECTOR

GR TYPE 1606A[ RF BRIDGE
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P.I. RX-31
RECEIVER

EQUI PMENT -ARRANGEMENT-
FOR IMPEDANCE MEASTREMENTS
PIGURE NO: 1.0




FREQUENCY IN KHZ

1320
1325
1330.5
1335
1340.5
1345
1350
1355
1360.5
1365
1370.5
1375

TABULATION OF MEASUREMENT DATA

TABLE NUMRBRFYR 1.1

34,5
36.5
39.0
42,0
Lbh.S
47.0
50.5
57.7
57.7
61.5
66.0
70.0

RESTISTANCE (ohms)

INDUCTIVE REACTANCE (ohms)

+j 265.0

+3j 267.0

+J
+3
*+J
+J
*J
*J
*+J
*3
*J
*J

271.0

273.4L

2775
282.5
286.6

291.5

2940
299.6
%05.0

%09.

1
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